


pN AFSHAN
Q\\?f’\ N CABLE Co ;48(@
‘,gS“\P\ co. ARSIy, R, ©
e S, W, 2,

| K
& Uy, H NS
%%fb' NViSavd -03': g%‘kb ©
00 31a N

O NyHsay WY



PARSIAN AFSHAN CABLE CO.
/ Introduction of a company
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PARSIAN AFSHAN CABLE CO.

[ (o) oS5) Suiwl U5Sg ) 9 Gole b §—r SIS

Insulated And Rubber Coated Power Cable (Single strand)

(0l 95) Sl JiSg 9 Gale b §— 5
Insulated And Rubber Coated Power Cable ( Two strand)

—(O;_'uzJM)dT_ﬁwULﬁnggéLchéHdgls

Insulated And Rubber Coated Power Cable ( Three strand)

[ (oiby jL2) Suiwl iSg 9 Gale b 3y JulS

Insulated And Rubber Coated Power Cable ( Four strand)

[ (oid o) Smmth2Sg,9 GAe Loiis 3 bl

Flat Power Cable With Insulation And Rubber Cover ( Three Strands)

(o) JLp) Soiwl S g 9 Gale L5 § 2 S

Flat Power Cable With Insulation And Rubber Cover ( Four Strands)

Sl S L5 ) Subg2 S

Rubber Coated Welding Cable

(g Scaban iSg 9 Gale Lol 32 3 S sl JalS) igSabuws JS

Silicone cables (multi—strand round cables with silicone insulation and coating)

[ 59Selaw S99 Gale L o S5 IS

Single—strand cable with insulation and silicone coating

| (MCO)S il 559 ) 9 ok b iekiS =35 gl JulS

Insulated Ship Power Cables (MGG)

[ (M606 90 Tl M) Suianll 4259 )9, 3ule b 1S 2,35 gl S

Ship power cables with rubber insulation and cover (shield or armor MGCG)

OMDGIJ{ISPM@JMJJS d..:lS

Three Conductor Portable Minig Cable (SHD—GC)
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PARSIAN AFSHAN CABLE CO.

Insulated And Rubber Coated Power Cable ( Single Core)

Technical Characteristics: 9 Slasuio
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 :adgl > jlasliwl
Rated voltage: 450/ 750 volt g 450/750 3 oS jlidg
Test voltage: 3500 volt g 3500 +jlidg s
Max oparating temperature: 90°c S5l 625390 158 Pglso glos oy ysUL
Max temperature at installation: — 90°c S aBwe25300  fewaidile js g yS slos yuysUL
Min temperature at installation: ~ -25¢ Sl 625 =26 tuaicills g3 58 glos (a5 il
Max short circuit temperature: 250°¢c S5l 62 53 250 :0lgS JUail glos (a5 UL
Minimum bending radius: 4*od~6od JoS 4 hd plyelisg oS cladd (4 inS

Canstruction: 328 Olais b
Conductor: Annealled high flexible copper Slhssl 8 030 Juil q o 1gols
Separator: Poly styrene tape with 23 micron thickness and 99520 PP Lol U jiwl Ly lgitesisSIss
125% overlapp ZIPD G Yiudigy
Insulation: qaule
Ethylene propylene rubber compound EI'7 type IE1 g HD22 Lig jl > 515Ul ywlwlp EI7 &y JIEPR = |l
acc. to cenelec HD22and |El acc to iec 60245 1EC60245 _loJl "3 5 jlasUiwl bl
Insulation Color: (&2le 5o S

Black or Blue 21 b oS

OUTER Sheath: o2l UiSgy
Black oil and heat resistance rubber comound EM5 SE4 g HD22 > jlasliwl Jwlwlju EMS &9 1S5y S
type acc. To cenelec hd22 and SE4 acc to IEC 60245 g2 eglio Cualuld LIEC Lol (s 5l asUiow] bl o
Syle gl gy il oo

qﬁ}%@
Y
Single—Core Power Cable \

& www.parsiancable.com (@ parsian.cable EE—



(+P°clazo glos jo) JulS jljuoT Jga
Amper Of ELECTRIC CABLES (+30°C)

PARSIAN AFSHAN CABLE CO.

oy S5 Sl BS99 Gale L 32 S5 Jg>2

Power Cable Table With Insulation And Single Core Rubber Coating

V) AR TR

Cross — sec. Conductor Outer@ Weight
2 Construction Approx
mm N x MM mm kg/km
5 b NS 48x0.2 6.3 5o
2.5 80x0.2 6.7 68
1x4 56x0.3 T 95
1x6 84x0.3 8.4 123
1x10 (7x21)x 0.3 10.4 200
1x16 (7x33)x 0.3 11.7 270
1x25 (7x51)x 0.3 13.7 390
1x35 (7x72)x 0.3 15.1 515
1x50 (19x38)x 0.3 175 700
1x70 (19x54)x 0.3 19.8 945
1x95 (19x72)x 0.3 22.2 1225
1x120 (37x47)x 0.3 24.5 1500
1x150 (37x57)x 0.3 26.8 1830
1x185 (37x70)x 0.3 29.3 2200
1x240 (61x55)x 0.3 SIn2 2800
1x300 (61x69)x 0.3 35.7 4350

Cross — sec.
mm2
1.5
2D

4
6

The Table Of Coefficient With RECPECT To Environment Temperature

In Air
A

1]
27
36
46
64
86
114
142
177

Environment Temperature

L

Coefficient

1.15 | 1.08

20

On Ground

A,

18
26
34
44
61
82
108
135
168
207
250
292
335
382
453
523

30 35

1.0 | 0.91 0.82 | 0.71

Electrical Resistance

Mane =
Ohm/ kmat 20 ¢

13.3
7.98
.05
3.30
1290
=2
0.780
0.554
0.382
0.272
0.206
0.161
0.129
0.106
0.0801
0.0641

45 50 | 55

iy
w

www.parsiancable.com (§ parsian.cable
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PARSIAN AFSHAN CABLE CO.

(0 93) Sl S99 Gole b §j— 28

Electrical Cable With Insulation And Rubber Cover ( Two Core)

Technical Characteristics: 9 Slasudo
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 13dgi > lasliwl
Rated voltage: 450/ 750 volt g 450/750 'S jlig
Test voltage: 3500 volt g 3500 :jlidg ol
Max oparating temperature; 90°¢c LS iile 625590 158 Pglao glos oy ysUL
Max temperature at installation: ~ 90°c A aBlwe25390 fewaidile gs g ylS slos yuysUL
Min temperature atinstallation: ~ -25¢ Sl 6255 =26 Iuuai s js 518 glos a5 Gl
Max short circuit temperature: 250°¢ S8l 625 250 :0l5gS Juall glos 5 UL
Minimum bending radius: 4¥od~6*od S8 4 hd pluelis iae> elad () yieS

Canstruction: 328 Olois b
Conductor: Annealled high flexible copper Slhssl sl 030 Jul o 155l
Separator: Poly styrene tape with 23 micron thickness and 99520 PP ol b il Ly lgiiosisS Iss
125% overlapp 71D G Yiudigy
Insulation: el
ethylene propylene rubber compound EI 7 type IE1 g HD22 Lig jI > 515Ul yulwlp EI7 &y JIEPR iz
acc. tocenelec HDZ2 and |E] acc to iec 60245 1EC60245 _ LloJl "y 1 5 jlas5Uiw] wlwl p
Insulation Color: (8zle 5oy S5,

Black, Blue or Black - creen/vellow 39 jumw g, Saino b 2T g Sdo

OUTER Sheath: o2l UiSgy
Black oil and heat resistance rubber comound EMS5 SE4 g Lyg I HD22 > jlas Uil ulwl s EMS cg5 I Ko oSuno
typeacc. To cenelec hd22 and SE4 acc to |EC 60245 U9 eglio Syl LIEC Lol (a5l asUiow] ubwl 1
Syle gl gy il oo

N
- N
Two—Core Power Cable \

@ www.parsiancable.com @ parsian.cable



PARSIAN AFSHAN CABLE CO.

Cross — sec.

me

1.0
iES
2.5

4

6

10

16

25

Environment Temperature

Coefficient

Cross - sec. c%ﬁ';gﬂg%ﬂ
mm N x MM
2x1 32x0.2

2x1.5 48x0.2
2x2.5 80x0.2
2x4 56x0.3
2x6 84x 0.3
2x10 [7x211x 0.3
2x16 [7x331x 0.3
2x25 [7x511x 0.3

(+1:0chazo glos j3) oS jljzol g2

Amper Of ELECTRIC CABLES (+30°C)

ghinchu | lomcigon, | Guedliel s |osuiShesn o

In Air
A,
15
19

25

oy 95 Sl jiSg 5 9 &2le b 3 0 oS g2

Power Cable Table With Insulation And Double Core Rubber Sheath

Y EEACEREER TR

Outer@
mm

On Ground

30

8.2
9.4
11.2
12.8
14.5
19.8
22.4
26.6

A.

14
18

26
34
a4
61

82
108

35

bizo o jlp> 625 b jl ol pllol sl )b J9s—=2
The Table Of Coefficient With Recpect To Environment Temperature

20

40

Weight
Approx
kg/km

85
135
175
250
320
590
790

1150

Electrical Resistance

Max

ohm/ kmat20°c

45

19.5
13.3
7.98
4.95
3.30
1.91
1.21

0.780

50

55

1.1511.08 | 1.0 | 0.91 [0.82 | 0.71 | 0.58 | 0.41

@ www.parsiancable.com (@ parsian.cable



PARSIAN AFSHAN CABLE CO.

Electrical Cable With Insulation And Rubber Coating ( Three Core)

Technical Characteristics: 9 Olbasuio
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 13dgi > jlasliwl
Rated voltage: 450/ 750 volt g 450/750 1 oS jlig
Test voltage: 3500 volt g 3500 : g s
Max oparating temperature: 90°c LS5l 625390 158 mglso glos oy UL
Max temperature at installation: ~ 90°c S aBlw 25300 frwaidle js g S glos yusUL
Min temperature at installation: =25 ¢ Sl 6255 =26 unai s js 518 glos (5 Gl
Max short circuit temperature: 250 ¢ ARl 62 3 250 10ligS JLasil glos 5 UL
Minimum bending radius: 4*od~6*od WSS jhs plpelGe iuina> clauds (g oS

Canstruction: 128 glaislu
Conductor: Annealled high flexible copper Slhssl 8 630 Jul qyuo 155l
SEPARATOR: Poly styrene tape with 23 micron thickness and 99520 PP Ciolub b jiuwl Gl lgitesasSIss
125% overlapp ZIPD s Uiubigy
Insulation: w&le
ethylene propylene rubber compound EI'7 type IE1 g HD22 Lig I > jlssUiwl yulwlp EI7 &y JIEPR iz jl
acc. to cenelec HD22and |El acc to iec 60245 1EC60245 Lol "y > jl a5 Uil bl s
Insulation Color: 9zle (g S5

Blue - Black - Brown or Blue - Brown - Green,vellow 3)j 9 juw = 5logyd ITL glogys ,Sudo — T

OUTER Sheath: ‘o2l UisSg
Black oil and heat resistance rubber comound EM5 SE4 g Lyg I HD22 > jl 35Ul bl 2 EMS cg5 3185 S
type acc. To cenelec hd22 and SE4 acc to IEC 60245 U9 eglio Caualuld LIEC JLlall a5l a5 Uil ubw] o
Solm gl gy il oo

Three—Wire Power Cable

@ www.parsiancable.com (@ parsian.cable EE——



PARSIAN AFSHAN CABLE CO.

Power Cable Table With Insulation And Three—Core Rubber Sheath

Cross = sec. C%ﬂn;rﬂggn Outer@ ‘A’Vp‘;‘?g‘;
mm N x MM mm kg/km
3x1 32x0.2 8.8 110

3x1.5 48x0.2 10.3 155
3x2.5 80 x0.2 125 220
3x4 56x0.3 13.8 305
3x6 84x 0.3 15.5 410
3x10 (7x21)x 0.3 21.2 755
3x16 (7x33)x 0.3 24 1000
3x25 (7x51)x 0.3 28.5 1450
3x35 (7x72)x 0.3 31.5 1890
3x50 (19x38)x 0.3 36.3 2550
3x70 (19x54)x 0.3 41 3400
3x95 (19x72)x 0.3 46.2 4250

(+1:%chazo glos 33) JulS jl 0T Jg>2

Amper Of ELECTRIC CABLES (+30°C)

obigbingh | lpncimtanss | candli > | SusShiatia

Cross — sec. In Air On Ground
mm2 A. A.
1 15 14
13 19 18

2.5 27 26
4 36 34
6 46 44
10 64 61
16 86 82

25 114 108
B 142 135
50 177 168
70 218 207
95 263 250

bazo &yl 625 U jl ol pllol cul o Jgs=2

The Table Of Coefficient With Recpect To Environment Temperature

20 25 30 35

Environment Temperature

1.15|1.08 | 1.0 | 0.91 |0.82 | 0.71 | 0.58 | 0.41

Coefficient

40

O g oo Sl S99 Gale b § 2 oS Jga2

) EERCEaEER T

Electrical Resistance

Max

ohm/ kmat20 ¢

45

19.5
13.3
7.98
4.95
3.30
1.91
1.21
0.780
0.554
0.382
0.272
0.206

50

55

@B www.parsiancable.com (@ parsian.cable



PARSIAN AFSHAN CABLE CO.

(o) JL2) Siowl (59 9 G2l b § y— S

Electrical Cable With Insulation And Rubber Cover ( Four Core)

Technical Characteristics: 9 Slasuio
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 13dgi > lasliwl
Rated voltage: 450/ 750 volt g 450/750 3 oS jlidg
Test voltage: 3500 volt g 3500 +jlidg s
Max oparating termperature: 90°c S ile 625590 1B pglao slos puysUL
Max temperature at installation: ~ 90°c SaBlw 25390 fewaidile gs g lS slos yuysUL
Min temperature at installation: 25 ¢ SSaBle 625 =26 tuaidills )3 58 glos 5 il
Max short circuit temperature: 250°¢ LS5k 6.2 53 250 :0lgS Juasl glos (5 UL
Minimum bending radius: 4*od~6'od WSS jhs plpelGe e gload (4 yieS
Canstruction: 128 loisba
Conductor. Annealled high flexible copper Slhssl o8 630 Jul q o g5l
SEPARATOR: Poly styrene tape with 23 micron thickness and 99520 PP Ciolub b il Gl jlgitesisS s
125% overlapp ZIPD s Lidigy
Insulation: waule
ethylene propylene rubber compound EI 7 type IE1 g HD22 Lig jl >yl 35Ul yulwlp EI7 &y JIEPR i jl
acc. to cenelec HD22and |El acc to iec 60245 1EC60245 _LLoJl "3 5 jlasUiwl bl
Insulation Color: ' 9zle (g S5,
Blue/ Black / Black [/ Brown or Blue / Black oSt = T b gl 0948 |, Sdlao = Suduo = T
Brown / Green / vellow Sjj= juw—glogyd
OUTER Sheath: o2l UiSgg
Black oil and heat resistance rubber comound EM5 SE4g L‘lrgJ} HD22 > jlasliwl | jwlwl p EMS égj _th..‘rJl__,S..fb.o
type acc. To cenelec hd22 and SE4 acc to [EC 60245 g2 eglio Cululd LIEC Lol (o 5l asUiow] ubwl o
Sl gl Gegy gl g
3
Four—Core Power Cable

& www.parsiancable.com (@ parsian.cable EE—



PARSIAN AFSHAN CABLE CO.

oy JL42 Suiwl iSg 5 9. §2le b (3 12 28 Jga=>

Power Cable Table With Insulation And Four—Core Rubber Coating

Cross — sec.

2
mm

4x1
4x1.5
4%2.5

4x4

4x6
4x10
4x16
4x25
4x35
4x50
4x70

Corpiretn Outer Wit
N x MM mm ka/km
32x0.2 9.3 140
48x0.2 112 190
80x0.3 13.2 270
56x0.3 15.1 380
84x 0.3 17.3 512
(7x21)x 0.3 23.3 926
(7x33)x 0.3 26.3 1250
(7x51)x 0.3 31.7 1855
(7x72)x 0.3 34.7 2395
(19x38)x 0.3 40.3 3306
(19x54)x 0.3 45.7 4433

(+1-0chaz0 glos 53) JulS jljuol Jg3=

Amper Of ELECTRIC CABLES (+30°C)

T (W ST @

Electrical Resistance

Cross — sec.
2

mm

1
1.5
2.5

4

6

In Air
A.

On Groui
A.
14
18

26
34
a4
61

82
108
135
168
207

nd

hazo &yl > 625 b jl 0l plol culj—o Jga2
The Table Of Coefficient With Recpect To Environment Temperature

Environment Temperature

1.15 1.08

bazo ol

Coefficient

30

35

40

Max

Ohm/ km at 20°¢

45

19.5
13.3
7.98
4.95
3.30
1.91
1.21
0.780
0.554
0.382
0.272

50 | 55

1.0 | 0.91 10.82 | 0.71 | 0.58 | 0.41

@5 www.parsiancable.com (@ parsian.cable



PARSIAN AFSHAN CABLE CO.

(6 y o) Sl j6S9 59, 8uLe L § 4o bS

Flat Electric Cable With Insulation And Rubber Cover (Three Core)

Technical Characteristics: 8 Olbasudio
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 13dgi > glasliwl
Rated voltage: 450/ 750 volt g 450/750 1 oS jlig
Test voltage: 3500 volt g 3500 g s
Max oparating temperature: 90°c S ile 62590 (5B polio glos ¢ UL
Max temperature at installation: ~ 90°c SSaBlw 25300 frwaidle gs g lS glos o sUL
Min temperature at installation:  -25¢ Sl 625 =26 uuai s js 518 glos (5 Gl
Max short circuit temperature: 250 ¢ SRl 62 3 250 10lgS JLail slos 5 UL
Minimum bending radius: 4*od~6*od JoS jhs plpelGe iuina> elouds (y yi0S

Canstruction: 128 glaisbuw
Conductor: Annealled high flexible copper Slhssl o8 630 Jul qguo g5l
SEPARATOR: Poly styrene tape with 23 micron thickness and 99520 PP Lol by jiuwl Gl lgitesisSIss
125% overlapp 71D s Uibigy
Insulation: wale
ethylene propylene rubber compound EI 7 type IE1 g HD22 Lig I > jlasUiwl yulwlp EI7 &y JIEPR iz jl
acc. to cenelec HD22and |El acc to iec 60245 IEC60245 (Lol ") > jlasUiwl ulwl
Insulation Color: fG2le (53 S5y
Blue - Black - Brown or Blue - Brown - Green,Yellow 3)j9 = 510948 T (510945 Suiio = 71
OUTER Sheath: 'l UisSg
Black oil and heat resistance rubber comound EM5 SE4 Lig | g HD22 > jl a5 Uil oulal 1y EMS cg5 G185 S
type acc. To cenelec hd22 and SE4 acc to IEC 60245 U9 eglio Cululd LIEC JLlall o 5l a5 Uil ubwl o
Sole gl gy il g

Three—Core Flat Power Cable

@ www.parsiancable.com @ parsian.cable EE—



) EZRCTREERETT

Cross —
2
mm

Sxits
Bx2h
3x4
3x6
3x10
3x16
3x25
3x35
3x50
3x70
3x95

it

255
4
6

Cross —
2
mm

PARSIAN AFSHAN CABLE CO.

SEC.

hizoyly>

BTN

Environment Temperature

1.1511.08 | 1.0 | 0.91 [0.82 | 0.71 | 0.58 | 0.41

Coefficient

Oy O Sl 0S99 Gale LS § )2 S Jgaz

Flat Power Cable Table With Insulation And Three—Core Rubber Sheath

C%ﬁggifhc:n S ,K\é%?oh;
N x MM mm kg/km
48x0.2 12.7x5.7 123
80x0.2 15x 6.6 184
56x0.3 18.8x 8 285
84x0.3 21.7x9.1 377
(7x21)x 0.3 26.4x10.8 580
(7x33)x 0.3 30.7x 12.5 826
(7x51)x 0.3 36.8x 14.8 1215
(7x72)x 0.3 41.4x16.6 1647
(19x38)x 0.3 48.6 x21.5 2383
(19x54)x 0.3 55.6x 22.4 3085
(19x72)x 0.3 62.2 x 25 3980

(+P-0chaz0 glos 53) JulS jljuoT Jga2
Amper Of ELECTRIC CABLES (+30°C)

FTITIS G FRT

In Air
A

19
27
36
46
64
86
114
142
177
218
263

25

On Ground
A.

18
26
34
a4
61

82
108
135
168
207
250

biz2o o jlp> 625 b jl 0l pllol sl y—o Jgs—=2
The Table Of Coefficient With Recpect To Environment Temperature

30 35

40

Electrical Resistance

Max

ohm/ km at 20°c

45

13.3
7.98
4.95
3.30
1.91
1.21
0.780
0.554
0.382
0.272
0.206

50

55

@ www.parsiancable.com (@ parsian.cable



PARSIAN AFSHAN CABLE CO.

(o ) L) Sl yisSg y 9 Gale Ly mads § 2 LS

Flat Power Cable with Insulation And Rubber Cover ( Four Strands)

Technical Characteristics: 9 Slhasudo
Type of standard: IEC 60245-CENELEC HD 22 IEC 60245 — CENELEC HD22 :3adgi > lasliwl
Rated voltage: 450/ 750 volt g 450/750 1 JoS jlilg
Test voltage: 3500 volt g 3500 $jlidg s
Max oparating temperature: 90°c S8l 625590 '5IS pglso slos (u s5UL
Max ternperature at installation: — 90°c M alwozy300 e wai e s g 8 slos (uysUL
Min temperature at installation: 25 ¢ M iibwez) =25 fLuaiills jy g 8 Gl S owl
Max short circuit temperature: 250 ¢ S ile 62 250 :0UgS JLail glos (5 UL
Minimum bending radius: 4¥od~6'od WSS 1 hs plpelGa iuhed claud (jy yieS

Canstruction: oS Olois bl
Conductor: Annealled high flexible copper Slhssl 18 630 il 4o 155l
SEPARATOR: Poly styrene tape with 23 micron thickness and 9920 PP Ciolhb b jiwl Gl JlgiiesisS Iss
125% overlapp AL J FE-SN Ui”r’S-,’,
Insulation: w&ele
ethylene propylene rubber compound El 7 type IE1 g HD22 Lig I 5 jlasUiwl yubwlp E17 &Y JIEPR uiz jl
acc. to cenelec HD22 and |E] acc to iec 60245 1IEC60245 _ LLoJl "y 0 > jlasUiwl ubwl p
Insulation Color: HES LAV ANT S5y

Blue / Black/ Black / Brown or Blue / Black S Lo = (T L (glogyd — LSl =, Sule = (JT

Brown / Green - Yellow 3jjg juw—glogyd

OUTER Sheath: ‘el Uiy
Black oil and heat resistance rubber comound EM5 SE4 g gyl HD22 > jlasliwl Yubwl s EMS &y G185 oSadie
type acc. To cenelec hd22 and SE4 acc to IEC 60245 S92 glio Caalyld LIEC Jlal oo S lasliwl gwbwl o
b gle Gegy wle g

Four—Strand Flat Power Cable

& www.parsiancable.com parsian.cable



Y EEACEAEER TR

Cross — sec.

2
mm

xS
4x2.5
4x4
4x6
Ax10
4x16
4Ax25
4x35
4x50

2
mim

1.5
255
4
6

PARSIAN AFSHAN CABLE CO.

Cross — sec.

bizo o)l

Coefficient

oy Jl2 Suiwl fiSg g9 Gale L § o LS Jgs>

Power cable table with insulated bed and four—strand rubber sheath

Gt Sile el
Nx MM mm kg/km
48x0.2 17.2x6.6 185
80x0.2 20.4x7.7 280
56x0.3 23.4x8.6 370
84x0.3 27.2x9.6 504
[7x211x 0.3 35.2x11.9 800
[7x33]x 0.3 39x15 1150
[7x51]x 0.3 48.9x16.5 1700
[7x72]x 0.3 51.9x17.3 2200
(19x38]x 0.3 63x21 3100

(+1P0chazo glos 53) JulS jljuol Jg32

Amper Of ELECTRIC CABLES (+30°C)

s | T Singtoie:

In Air
A.

19
27
36
46
64
86
114
142
177

25

On Ground
A.

18
26
34
a4
61
82
108

135
168

30 35

The Table Of Coefficient With Recpect To Environment Temperature

BTN

Environment Temperature

1.1511.08 | 1.0 | 0.91 [0.82 | 0.71 | 0.58 | 0.41

40

Electrical Resistance

ohm/ kmat 20 ¢

45

Max

13.3
7.98
4.95
3.30
1.91
1.21
0.780
0.554
0.382

50

55
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Welding Cable With Rubber Cover

Technical Characteristics:

Type of standard: IEC 60245-CENELEC HD 22
Rated voltage: 100 volt
Test voltage: 1000 volt
Max oparating temperature: 85¢c
Min temperature at installation: 25¢
Max short circuit temperature: 250°c
Minimum bending radius: 4*od

Canstruction:
Conductor: Annealled high flexible copper
SEPARATOR: Poly styrene tape with 23 micron thickness and

125% overlapp

Outer Sheath:
QOil, Heat and chemical resistance rubber compound EMS

type acc. To CENELEC HD22 and SE4 acc. to IEC 60245

Application And Description:

Cable suitable mobile connection between welding equipment
and electrodes or ground clamps, for application of the automo-
tive industry, shipyards, transportation, conveyors etc. this is the
cable with special material to improve the mechanical, phisical
and electrical performance. the cable has a very good resistance

to mechanical stresses due to abrasion, shocks and tearing

PARSIAN AFSHAN CABLE CO.

b—'lé ‘:‘ me-o‘ i

IEC 60245 — CENELEC HD22 13dgh > jlagliwl
Culg100 1 o8 jlilg

1Jg1000 :jUidg s

S ile 625 85 158 Pglao slos oy 5UL

Sl oz s —25 :lTu.aJCIJL')J)LS_ﬂS slod UJ»J.-J%L‘!

Sl 62 250 :0lgS Jail glos (45 UL
Lj.ﬂSJJQﬁJ.llJJ‘i Lﬁwe&&wﬁms
oS Olois b

Slhssl o8 030 Jul i uo 1 gl
99520 P}”Cmﬁ.nbl.!_,ﬁ.nuh_.,l.;jgj:oﬁs (AN

ZIPO o> ilubigy

‘o2l UiiSg
uwbwl s sE4 g Lig )l HD22 > jIssUiwl yubwl o EMS &9
g3 Uags gl Cuasld LIEC  Jall (s 5 jlas Uil

w2lrod Slgo guyly> - (4ég)

'S 3 IS 5 lgo

Sz canlio agS jhuy (5423 Blheil Jds o 395 sla J21S
Al 5o 5y Buiig> S ptio il g5 GlULasl s o 3latwl

(5 jLws S o J 095l @luo 09 (gl 0 1S3 3 1 1S 3 lgo |

-3 3y L oJlis ylgi g Jis g o

S 53S) 9 S 3 1o SilSo olgs b jl 93 sl IS LiiSg
Jelio > UL jluy Siglio 1S 295 (gl -l 0300 aygds

2315 S 5l 9 Sgul gl (S wilSo0 gl s

Welding Power Cable \
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PARSIAN AFSHAN CABLE CO.

Cross — sec.

mm
10
16
25
35
50
70
95
120
150
185

Conductor
Construction
N x mm

(7x46)x 0.20

(7x72)x 0.20

(19x42)x 0.20
(19x58)x 0.20
(19x82)x 0.20
(37x60)x 0.20
(37x80)x 0.20
(37x47)x 0.30
(37x57)x 0.30
(37x70)x 0.30

Sheath

Sl giSg) b gy Suiig—= JS Jga2

Welding Cable Table With Rubber Cover

Wall — Thiskness

mm
1.8
2.0
2.0
2.0
AL,
2.4
P ds]
2.8
3.2
3.3

when using arc welding rubber cable, bacause of voltage— drop
op the cable, it is necessary to use the cable possibly in short length.

the following table shows the min, needed cross — sec of cable for

permissible voltage = drop (4 volt)

100
150
200
250
300
350
400
450
500
550
600

Min.

i
8.8
10.1
11.4
13.2
15.3
did
18.8
21
P25

Max.

9.6
11
12.7
14.2
16.5
19.2
21.4
23.4
26
28.2

Weight

{ Approx}

ka/km

145
210
310
410
570
790
1000
1300
1600
1900

[ rightsghe | gragiisio [ ispyousi | bt s ] st

Electrical
Resistance (Max.)
Ohm/ kmat20c

1.82

1.16
0.758
0.536
0.379
0.268
0.198
1k
0.129
0.105

OlSoUl 55 by o Jlilgeusl Juds g g ySubigz LS jloslaiuwl plSis
g0 3laiwloligS Jgb Ly JutS jl

The Min. Needed Cross — Sec. For Permissble Voltage — Drop

25
35
50
70
70
95
95
95
120
120
150

35
50
70
95
95
120
150
150
185
185

bizo o jlp> 625 b jly—ol pllol il )b Jgs=2
The Table Of Coefficient With Recpect To Environment Temperature

Environment Temperature

hizoyyly>

Coefficient

30

35

40

45

1.0 0.95 0.90 0.85

50
70
95
120
120
150
185

70
95
120
150
185

il 0 (age) jlao Slilgisley> jLis > jg0 ghiio phuw J315o jSilds ) 9S>

Jjlzo jlilg 9 il (5l jlu 5 g0 ghilo 2hu JSlao

70
95

150
185

iy
wr
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Silicon Insulated And Sheathed Cables ( SIHF)

(IEC 60228 3 j 135Ul (sl 5 wllS) 050 i T 035 g5l @18 yuo
EI12 J3l2o IEC 60245 3 5l 3sliaml §alho IE 2 £65 39Sl 350,018

VDE 0207 g CENELEC HD 22 > 5155wl (§olho

S : Lay iy ouwlind

w21 4510948 b (2T o Suideo : ol 9o

510948 ¢ 2T o Suino : I ) duw

S0 4510948 72T 4 Suino : oy JL2

S5y Bz 565 i g8 ) e 3 )90 1S5y 60 (9Salaw P uiSyy
(. 3guis 50 Slydliny (510943 ~ jo 45

IA-°CcE-B-C : 358 sles

Conductor :Tinned Annealed Copper (Class 5 According To IEC 60228)
Insulation :Type EI 2 Acc. To IEC 60245 (Silicon Rubber) EQ. To EI 2
According To CENELEC HD 22 And VDE 0207

Core Identification :Color

2 Cores :Black - Blue or Brown - Blue

3 Cores :Black - Blue - Brown

4 Cores :Black - Blue - Brown - Black

Overall Sheath Silicon Rubber .

Color :On Request (Preferably Red - Brown For Better Heat Behavior)

Temperature Range  :-50°C To 180°C

Silicone Power Cable \

@ www.parsiancable.com @ parsian.cable E—




PARSIAN AFSHAN CABLE CO.

U9Sebiw jiiSg g Gale Loy 3iz o sl JoS Jgs>

Table Of Silicon Insulated And Sheathed Cables ( SIHF)

il S Conductgr Cor!ductor Ins_ulaﬁon Sheath Overall Dia. Weight
2 Construction Resistance Thickness Thickness Approx Approx
N x mm Nxmm ohm / kmat20 c mm mm mm gr/mm
2x0.5 16x0.2 40.1 0.6 0.7 5.6 38.7
3x0.5 b2 40.1 0.6 0.7 6 46.4
4x%0.5 16x0.2 40.1 0.6 0.7 6.5 56.2
2x0.75 24x0.2 26.7 0.6 0.8 6.2 48.4
3x0.75 24x0.2 26.7 0.6 0.8 6.6 59.3
4x0.75 24x0.2 26.7 0.6 1 78 78.7
2x1 32x0.2 20 0.6 0.8 6.4 55.6
3x1 32x0.2 20 0.6 1 Tict 72.3
4x1 32x0.2 20 0.6 1 7.8 88.2
2315 48x0.2 13.7 0.7 1 8 84
3x1.5 48x0.2 13.7 0.7 1 8.5 100
4x%1.5 48x0.2 13.7 0.7 1 9.2 125
2%x2.5 80x0.2 8.21 0.8 ke 9.5 125
3x2.5 80x0.2 8.21 0.8 e 10 150
4x2.5 80x0.2 8.21 0.8 il ikl 190
2x4 56 x0.3 5.09 0.8 e 10.6 170
3x4 56x0.3 5.09 0.8 il 11.2 212
4x4 56 x0.3 5.09 0.8 15 12.9 280
ibloioo 23Sl UL gblio S lgs

il 0 2310l S Juld sl L JalS slgs

Jws 1S ai5lw a2 531805 UL gLos bglabuzo j3:5 1S
cer gl il S0l 1o il g s Ug3 s S 0y
Slg-o yiSI Jlio 5390392y gl (g3l sLogSialiuw Syl
-l ;0 pgliols hyzo g2l

SapiSgw ol 5 9wl pgliio T 59 iy Julio 33 03Lopl
S S0 S Sio2 iz jlgale ool

@ applcation: in hot environments up to 180°c such as faundries
ceramic, glass, aviation industry, steel producing industries, cement
factories

@ This rubber is halogen free and it is resistant to most chemical materials
ans environments.

Silicon is fire retardant and in case of fire / it forms an insulation layer
of S102.(Fire Resistance)

@ ltis possible to produce higher cross section.

@ Silicon cable will be produced with fiber glass braid on request.

mmmn & WWW.parsiancable.com @ parsian.cable
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Shipboard Rubber Insulated And Sheathed Power Cables(MGG)

ISIRI(7599) 353

600 / 1000 V
(590l &15 s yguo 53)5 S osub sl jLES] uo
(558,329 @2 30 sinaluo o @bléo gly) yiuwl Gl Hlgs
(90°%Cy>) Ei 7e95 jI(EPR DS Sl 5.9 35LwolS
sl Gy lgs
23 Pglin(°°C 2 EM7)SET 295 jl o Sudio (Sl 35lolS
U£9) 9 5ai Slgo il
631855050 0uggliS 3.5
AdS j— 5>gac el jLivisl jgo jT
ISIRI 7599 5 jl 35Ul L > jg0 gl (g0 jT bl s

Production Standard :60092 IEC 353 (CENELEC HD 22)
Voltage :06/TKV
Conductor . plain (or tinned) annealed high flexible copper conductor class 5

Conductor Separator :polyester tape (for 10 SQ mm and higher)

Insulation - special colored rubber compound (EPR) type EI 7 (for 90°C)
Core Separator : polyester tape

Overall Sheath : black rubber compound type SE 1(EM 7 for 90°C)

Voltage Tedt :35KVFOR5MIN.

Flame Retardant Test :Vertically Flame Spread IEC 332 - 2 - 22 Category A
Other tests : According to IEC 60092

Ship Power Cable (MGG)\

g _\__519.!" )Jl).'lL‘i.w'

A F RN § RN
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JBS jig
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Table Of Shipboard Rubber Insulated And Sheathed Power Cables(MGG)

Cable Sie conductt_)r Ins_ulaﬁon S_heath Cable Dia. - i Weight
: Construction Thickness Thickness Approx. Min. Dia Max. Dia Approx
N x mm N x mm mm mm mm mm mm gr/mm
2x1.5 48x0.2 1.0 1.1 9.2 8.8 10.5 121
3x1.5 48x 0.2 1.0 151 9.8 9.2 11 145
4x1.5 48%0.2 1.0 1.2 10.9 10 12.5 184
12x1.5 48x0.2 1.0 1.4 17.4 16.5 19.5 450
20x1.5 48x0.2 1.0 1.6 21.8 20.5 23.5 710
24%1.5 48x0.2 1.0 T 24.4 23 27 845
2x2.5 80x0.2 1.0 11 10.2 9.6 11.5 122
3x2.5 80x0.2 1.0 15 11 10 12.5 196
4%2.5 80x0.2 1.0 1.2 12.1 11 13.5 242
2x4 56x0.3 1.0 157 11.4 10.30 13 212
3x4 56x0.3 1.0 1.2 12.1 11 14 260
4x4 56x0.3 1.0 1) 13.5 12.5 15.5 334
2x6 84 x0.3 1.0 1.2 12.8 5 14.5 275
3x6 84x0.3 1.0 1.3 13.8 12.5 15.5 348
4%6 84x0.3 1.0 153 15.2 14 17 439
2x10 (7x21)x0.3 1.0 13 15.2 14 17.5 414
3x10 (7x21) x0.3 1.0 i3 16.2 15 18.5 470
4x10 (7x21)x0.3 1.0 1.4 18.1 17 20.5 675
1x16 (7x21) x0.3 1.0 5 9.6 9 11 216
3x16 (7x21)x0.3 1.0 1.4 18.8 17.5 21.5 739
4x16 (7x21)x0.3 1.0 1.5 20.9 19.5 23.5 944
1x25 (7x51)x0.3 1 1.2 11.6 10.5 13 333
3x25 (7x51) x0.3 1.2 1.5 22.9 21 25.5 1154
4x25 (7x51)x0.3 1.2 1.6 25.5 23.5 28 1483
1x35 (7x72)x0.3 1.2 Tz 12.5 12 15 432
3x35 (7x72)x0.3 1.2 1.6 25 24 29 1498
4x35 (7x72)x0.3 o i1 27.9 27 32.5 1932
1x50 (19x38) x0.3 1.4 T2 14.7 14 {7 608
3x50 (19x38) x0.3 1.4 1.8 29.7 28.5 34.5 2127
4 x50 (19x38) x0.3 1.4 1.9 33.1 31.5 38 2742
1x70 (19x54) x0.3 1.4 153 16.7 15.5 19 825
3x70 (19x54) x0.3 1.4 1.9 34.3 32 39 2914
4x70 (19x54) x0.3 1.4 2.0 38.1 35.5 43 3748
1x95 (19x72) x0.3 1.6 1.4 18.9 18 22 1065
3x95 (19x72) x0.3 1.6 7l 39 37 44.5 3782
s 30lgS Ll (595) (ygSaluaw Saiuwll 93 jl Gale - YT Jldo j3pglio JilS oy jluidygu 5>
Cunlg s by ;853 gl juluw
@ [ffire resistance cable is request, Insulation will be Silicone rubber (s95).
@ Other sizes on request
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Three Conductor Portable Mining Cable (SHD—GC)

ICEAS — 75—381:

8KV:

IEC 60228 3 5155 U] (§olho5 | jullS 6500 Jusl jLdasd ] juo:

6Ol 6wy lgi:
huugio jlig yoguato EPR Saiuwl:
39301 218 LSl 68Lsl oy (53Ld oo lgi:

IEC 60228 >yl 35 Uil §slao 5 JwlIS 0300 J 5T 59351 218 uso:

S5y 3 EPRL 03 Gule 59351 @18 o

Ly (g0 (530 05505 9.5 9 (a0 S ol 5 1S 08 oy O
25ga 50 Sl JSuNS,
s_piblg:‘&ia.éhhomﬁauﬁb&imdﬂhuw

«Jolis (5l 018> 35ko S y2io (yuSiun Sl gl JoUS g95 (g2l :
31520 0,385 iz b 9 S j2io il g 25 olaw 91529 U (2USI s

. 39 50 JS 6w 0 1
Production Standard: IEC S - 75- 381

Voltage (BKV
Conductor Flexible Tinned Annealed Copper - IEC 60228, Class 5
Conductor Shield :Semi - Conducting Tape
Insulation - Special EPR Rubber For Medium Voltage
Insulation Shield : Semi - Conducting Tape + Tinned Copper Braid
Grounding Conductor: Tinned Annealed Copper - IEC 60228 , Class 5
Ground Check :EPR Insulated Tinned Annealed Copper - Color Yellow
Assembly : Three Power , One Ground Check And Two Non-Insulated
Grounding Conductor Cables Together
Sheath : Black Rubber Reinforced With Braid Of Polyamide Yarn
Application : Thesae cables are used for heavy mobile equipment such as:
shovels, drag lines, dredges, other track equipment and
for power feeders in underground mines.

Maximum Continuous CONDUTOR TEMPARATURE: 90°C

Three—Wire Moving Cable
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Table Of Three Conductor Portable Mining Cable (SHD—GC)

(T R ) P T e e e

Conductor Conductor Insulation Grounding Ground Sheath Cable Dia. Cable Weight

e

2 Construcion Thickness Conductor Check Thickness Approx. Approx . Nﬂ[;flc'rty
mm N x mm mm mm’ mm” mm mm kg / km
25 (7x51)x0.3 3.8 10 10 5.4 473 3530 134
35 (7x72)x0.3 3.8 16 10 5.6 497 4080 163
50 (19x38) x0.3 3.8 25 10 5.8 53.5 5110 204
70 (19x54) x0.3 3.8 35 10 6.0 58.2 6120 248
@ Other Voltage On Request .Ag;buo;ﬂJgECungmegU.!ﬁblslmjmg &
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